
WALLPANEL
C A T A L O G U E
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The days when the only option to accentuate a wall was to use 
paint are gone

Our three-dimensional wallpanels provide a modern alternative to 
traditional wood paneling, bringing warmth and texture to 

commercial and residential settings.

The forms and finishes within each wallpanel vary, they are smooth 
or textured, with different colors and sizes, offering freedom of 

choice and options to suit all color schemes. 

Unidesign wall panels give 
some edge to any space

Elegant and
convenient

Density ≈23.4 lb/ft3

Surface
Hardness 

Shore D DIN 53505/ ISO 868≈ 50

Temperature 
resistance 

Max. +  158 °F

Technical 
Specifications

Material Extruded high-density polystyrene HDPS, fine and 
closed-cell  homogeneous foam

Water
absorption 

≈0,36 %/Volume c Suitable for damp rooms

Toxicity Non «toxic» products

Waste
treatment 

The foam can be recycled in accordance with local offi-
cial  regulations
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PINE COLOR

WP 1021

PLAIN WHITE PINE WENGE GOLDEN OAK CLASSIC GRAY
NATURAL 

WHITE

SPECIAL 

WALNUT BROWN ASH

CERTIFICATIONS

UNITS per BOX

RIBBED SINGLE SLAT

1 9⁄16 in

7⁄8 in

1⁄2 in

The single ribbed slat is perfect for decorating your living or 

commercial spaces. 

Available in a wide array of colors, it adapts to any style of 

your choosing. Their wooden texturized finish has been 

designed to delight for years.

PURE ELEGANCE

55 units

9.35 ft



PLAIN WHITE GOLDEN OAK WENGE SPECIAL WALNUT
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PLAIN WHITE COLOR

WP 20V-RIBBED SINGLE SLAT

Replace your flat wall with our V shaped slats, the right 

illumination brings out their true depth.

Individual V-Ribbed slats are ideal for coming up with your 

own, personalized designs. 

It comes in 4 different colours that can be arranged in origi-

nal configurations, creating truly unique walls.

GEOMETRIC SOPHISTICATION
1 1⁄2 in

15⁄16in

9.35 ft

CERTIFICATIONS

77 unitsUNITS per BOX



PINEWENGE GOLDEN OAK CLASSIC GRAYNATURAL WHITE
SPECIAL 
WALNUT
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ESPRESSO BROWN ASH

CLASSICAL GRAY COLOR

WP 1034RECTANGULAR SINGLE SLAT

All the four sides of the rectangular single slat are texturized 

and available in eight different colors.

With a little bit of imagination, you can combine them in 

any form and color arrangement and achieve stunning 

original results. You don’t need to fill the entire wall, blank 

spaces will only add character to your creations.

VERSATILE SIMPLICITY

9.35 ft

 1 3⁄16in

3⁄8 in

CERTIFICATIONS

77 unitsUNITS per BOX
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CLASSICAL GRAY COLOR

PINE WENGE GOLDEN OAK CLASSIC GRAYNATURAL WHITE
SPECIAL 
WALNUT ESPRESSO BROWN ASH

WP 1035

BROWN ASH COLOR

WIDE RECTANGULAR SLAT

Like the narrow rectangular single slat, all the four sides of 

the wide rectangular model are texturized and available in 

eight different colors.

Arrange them horizontally or vertically, or mix them to 

create outstanding designs in your living spaces.

TIMELESS BEAUTY

9.35 ft

 2 in

1⁄2in

CERTIFICATIONS

46 unitsUNITS per BOX



WENGE COLOR

PINE WENGEPLAIN WHITE
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WP 1087DOUBLE CONCAVE SLAT

9.35 ft

The gentle lines of this model complement each 

other, creating a never-ending subtle pattern. 

The double concave slat is perfect for residential 

and commercial settings and the right lighting 

will make it’s subtles curves stand out.

SMOOTH HARMONY
2 in 3⁄8 in

3⁄8 in

4 3⁄4 in

CERTIFICATIONS

19 unitsUNITS per BOX



WENGE
NATURAL 
WHITEGOLDEN OAKPINE

SPECIAL 
WALNUT ESPRESSO BROWN ASHCLASSIC GRAY
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NATURAL WHITE COLOR

WP 1064
HIGH RIBBED SLAT 

The High Ribbed slat will bring the same elegant 

effect as our single ribbed slats but with more 

depth.

Available in four colors, it’s design will create an 

outstanding visual effect on any wall surface

ELEGANCE WITH DEPHT
 2 3⁄8 in

 13⁄16 in

9.85 ft

CERTIFICATIONS

27 unitsUNITS per BOX
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WP 1020

SPECIAL WALNUT COLOR

SPECIAL WALNUT BROWN ASH ESPRESSO

DOUBLE COLORED RIBBED SLAT

9.35 ft

Dare to be different with the double colored 

ribbed slat. The black ribs gives a modern touch, 

while the wooden textures creates warm notion, 

the perfect combination for any space.

BOLD SOPHISTICATION
4 7⁄16 in

3⁄8in

3 15⁄16in

CERTIFICATIONS

19 unitsUNITS per BOX



GOLDEN OAK

2

1

WP 963

GOLDEN OAK COLOR

DOUBLE RIBBED SLAT

9.35 ft

The double ribbed slat will create a modern three 

dimensional surface out of any wall.

Available in the golden oak color, it’s the perfect 

addition to create a cozy and welcoming space. 

MODERN WARMTH 
4 7⁄16 in

3⁄8 in 5⁄16in

3⁄8in

1 1⁄4in

CERTIFICATIONS

19 unitsUNITS per BOX
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ADEMAX® PLUSFeatures

Water Resistant

Suitable for damp rooms like bathrooms, kitchens and laun-

dry rooms.

100% Recyclable

The foam can be recycled in accordance with local 

official regulations

Storage temperature
Store profiles at room temperature 24h before installation (T: 
64°F to 71°C - r.F. : 45% to 65%)

Multiple Uses

Our Wallpanels in extruded high density polystyrene 
(HDPS) are suitable  for indoor use. They can be 
installed in any flat clean surface like doors, furniture 
even ceilings.

Our extra strong montage adhesive 

is ideal for the installation of wallpan-

els, baseboards, moldings, cornices, 
door frames and other decoration ma-

terials. Is paintable, sandable, odorless 

and solvent free.

Paintable

They can be paint over with solvent free paints. Test 

coat recommended.

Shock Resistant

Wallpanels are resilient enough to sustain medium force 
impacts without damage .

Storage
Storage the wallpanels flat, sheltered from the sun and from 
humidity.

Easy Installation

For the installation on non-absorbent surfaces use the 

adhesive ADEMAX® PLUS.

UNITS per BOX

COMPOSITION

USE

STORAGE

12

Acrylic dispersion water based. Solvent free bonding adhesive

For interior use only. The materials may need to be pressed firmly until 
completely dry. Depending on the weather conditions, wait for 24-72hrs

In a dry, ventilated place. Temperatures between +41°F and 

+77°F. Expiration date: 24 months f rom production date.



www.unidesigncorp.com info@unidesigncorp.com

+(51) 1 651 - 2081 

Perú

Av. Caminos del Inca 390, Ofc. 1003, Surco

+1 786 857-6911

United States

8130 Nw 66Th Street Miami Fl 33166


